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Amendments to the Claims: 

1. (currently amended) A method of selecting carriers to be measured by a subscriber unit 
served by a cellular communication system and operable to measure carriers in a frequency band, 
the method comprising the steps of: 

dynamically determining a measuring performanc e chorfl & tQriatic of frequency of the 
subsoribor un k related to th e measurement updates porformanc frof the subscriber unit 
when measuring carriers in the frequency band; and 

selecting a subset of carriers in the frequency band to be measured by the subscriber unit in 
response to the rooaouring - porfonnanoo oharaotoristic the frequency of updates . 

2. (original) A method of selecting carriers as claimed in claim 1 further comprising the step 
of transmitting identification of the subset of carriers to the subscriber unit. 

3. (previously presented) A method of selecting carriers as claimed in claim 1 further 
comprising the step of the subscriber unit measuring the carriers of the subset of carriers, 

4. (currently amended) A method of selecting carriers as claimed in claim 1 wherein the 
measuring p o rformonoo characteristic frequency of updates is indicative of the time required for 
the subscriber unit to measure carriers in the frequency band. 

5. (currently amended) A method of selecting carriers as claimed in claim 1 wherein the 
measuring porfbrmanoo charact e ristic frequency of updates is indicative of the number of 
receivers in the subscriber unit. 

6. (previously presented) A method of selecting carriers as claimed in claim 1 wherein the 
frequency band is a frequency band of a second communication system. 

7. (previously presented) A method of selecting carriers as claimed in claims 1 wherein the 
cellular communication system and the second communication system use different radio access 
technologies. 
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8. (original) A method of selecting carriers as claimed in claim 7 wherein the cellular 
communication system is a GSM communication system and the second communication system 
i$ a UMTS communication system. 

9. (original) A method of selecting carriers as claimed in claim 7 wherein the cellular 
communication system is a UMTS communication system and the second communication 
system is a GSM communication system. 

10. (currently amended) A method of selecting carriers as claimed in claim 7 wherein the 
moaouring perforxrianc e- eh ai gaetori s tio update frequency capability of the subscriber unit is 
determined from a subscriber unit capability report indicating if compressed mode is required to 
perform measurements on a GSM communication system, 

11. (currently amended) A method of selecting carriers as claimed in claim 1 wherein the 
size of the subset of carriers is dependent on the porformonoo eharact e ristic update frequency 
capability of die subscriber unit . 

12. (currently amended) A method of selecting carriers as claimed in claim I wherein the 
subset of carriers is an ordered subset of carriers and die order of carriers in the subset of carriers 
is dependent on the performance characteristic update frequency capability of the subscriber unit . 

13. (previously presented) A method of selecting carriers as claimed in claim 1 further 
comprising the step of determining a handover candidate carrier from the subset of carriers. 

14. (currently amended) A method of selecting carriers as claimed in claim 1 wherein the 
aaeas uring performanc e chara &teftfltie frequency of updates is determined from the number of 
measurement reports reported from the subscriber unit within a given time interval. 



-3- 



PAGE 4/1 1 * RCVO AT 1 1/22/2005 1 :47:17 PM [Eastern Standard Time] * S VR : USPT 0 -EFXRF-6/30 * DNIS:2738300 * CSID:18475763750 * DURATION (mm-ss):03-12 



Nov-22-2005 01:43pm F rom-MOTOROLA 



13475763750 



T-935 P. 005/011 F-354 



15. (currently amended) An apparatus for selecting carriers to be measured by a subscriber 
unit served by a cellular communication system and operable to measure earners in a frequency 
band, the apparatus comprising: 

means for dynamically determining a manuring porformanoo charact o rioti o o f frequency of 

the subscriber unit relat ed 4o t h e measurement updates porformanc e-of the subscriber unit 

when measuring carriers in the frequency band; and 
means for selecting a subset of carriers in the frequency band to be measured by the 

subscriber unit in response to the moaouring - porformanco oharaotoriofr e the frequency of 

updates , 

16. (original) An apparatus as claimed in claim 15 further comprising means for 
transmitting identification of the subset of carriers to the subscriber unit. 

17. (currently amended) An apparatus as claimed in claim 15 wherein the measuring 
p e rfonn<m^ e^hafaet eri5tio frequency of updates is indicative of the time required for the 
subscriber unit to measure carriers in the frequency band. 

18. (currently amended) An apparatus as claimed in claim 15 wherein the measuring 
performance cboraot e riotia frequency of updates is indicative of the number of receivers in the 
subscriber unit. 

19. (previously presented) An apparatus as claimed in claim 1 5 wherein the frequency band 
is a frequency band of a second communication system, 

20. (original) An apparatus as claimed in claim 19 wherein the cellular communication 
system and the second communication system use different radio access technologies. 

21. (original) An apparatus as claimed in claim 20 wherein the cellular communication 
system is a GSM communication system and the second communication system is a UMTS 
communication system. 
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22. (original) An apparatus as claimed in claim 20 wherein the cellular communication 
system is a UMTS communication system and the second communication system is a GSM 
communication system. 

23. (currently amended) An apparatus as claimed in claim 20 wherein the means for 
determining ehbq asuHng p e rform anoo charaotoriotio is operable to determine the measuring 
p e rfbunano o oharaotorisuo from an update frequency capability of the subscriber unit from a 
subscriber unit capability report indicating if compressed mode is required to perform 
measurements on a GSM communication system. 

24. (previously presented) An apparatus as claimed in claim 1 5 further comprising means 
for determining a handover candidate carrier from the subset of carriers. 

25. (currently amended) An apparatus as claimed in claim 15 wherein the means for 
determining a m e asuring porformanoo oharuotorioti e is operable to determine the moaouring 
porformanoo oharaotoriatio frequency of updates from the number of measurement reports 
reported from the subscriber unit within a given time interval. 

26. (previously presented) A cellular communication system comprising the apparatus of 
claim 15. 

27. (currently amended) A subscriber unit operable to be served by a cellular communication 
system and to measure carriers in a frequency band, the subscriber unit comprising: 

means for dynamically determining a m o aauring p e rformanc e charaet e HQtio of frequency of 

th o oub Q oribor unit relat e d to th e measurement updates porformanoo of the subscriber unit 

when measuring carriers in the frequency band; and 
means for selecting a subset of carriers in the frequency band to be measured by the 

subscriber unit in response to the measuring p e rformanoo characteristic the frequency of 

updates ; and 

means for measuring the carriers of the subset of carriers. 
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28. (currently amended) A subscriber unit as claimed in claim 27 wherein the moa o uring 
performance) charact e ristic frequency of updates is indicative of the time required for the 
subscriber unit to measure carriers in the frequency band. 

29. (currently amended) A subscriber unit as claimed in claim 27 wherein the m o aouring 
porfomia n oo - oharaot e rislie frequency of updates is indicative of the number of receivers in the 
subscriber unit. 

30. (previously presented) A subscriber unit as claimed in claim 27 wherein the frequency 
band is a frequency band of a second communication system. 

31. (previously presented) A subscriber unit as claimed in claim 27 wherein the cellular 
communication system and the second communication system use different radio access 
technologies. 

32. (original) A subscriber unit as claimed in claim 31 wherein the cellular communication 
system is a GSM communication system and the second communication system is a UMTS 
communication system. 

33. (previously presented) A subscriber unit as claimed in claim 3 1 wherein the cellular 
communication system is a UMTS communication system and the second communication 
system is a GSM communication system. 

34. (previously presented) A subscriber unit as claimed in claim 27 further comprising 
means for determining a handover candidate carrier from the subset of carriers. 

I 



-6- 



PAGE 7/11 * RCV0 AT 11122/2005 1:47:17 PM [Eastern Standard Time] * SVR:USPTO-EFXRF-6/30 * DNIS:2738300*CSID: 18475763750* DURATION (mnws):03-12 



